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UL TEST REPORT AND PROCEDURE

Standard: UL 62368-1, 3rd Ed, 2021-10-22 (Audio/video, information and
communication technology equipment Part 1: Safety requirements)

CAN/CSA C22.2 No. 62368-1:19, 3rd Ed, 2021-10-22 (Audio/video,
information and communication technology equipment Part 1: Safety
requirements)

Certification Type: Component Recognition

CCN: QQJQ2, QQJQ8 (Power Supplies for Use in Audio/Video, Information
and Communication Technology Equipment)

Complementary CCN: N/A

Product: DIN-rail mounted Single Phase SMPS
D1SE240-24-XY, D1SE240-48-XY

Model: where X can be any character or symbol for marketing purposes only

with no effect on safety or blank and Y can be 3, 4 or 5

Input (all models):
100 — 240 Vac, 50-60Hz, 3 Amax
110 — 250 Vdc, 3 Amax
Rating:
Output:
D1SE240-24-XY: 240W, 22.5-29 Vdc, 10-8.2 A
D1SE240-48-XY: 240W, 45-57 Vdc. 5-4.2A

TDK-LAMBDA SWITZERLAND SA
Applicant Name and Address: VIA LUSERTE SUD 6
6572 QUARTINO SWITZERLAND

This is to certify that representative samples of the products covered by this Test Report have been investigated in accordance with the
above referenced Standards. The products have been found to comply with the requirements covering the category and the products are
judged to be eligible for Follow-Up Service under the indicated Test Procedure. The manufacturer is authorized to use the UL Mark on such
products which comply with this Test Report and any other applicable requirements of UL LLC ("UL') in accordance with the Follow-Up
Service Agreement. Only those products which properly bear the UL Mark are considered as being covered by UL's Follow-Up Service
under the indicated Test Procedure.

The applicant is authorized to reproduce the referenced Test Report provided it is reproduced in its entirety.

UL authorizes the applicant to reproduce the latest pages of the referenced Test Report consisting of the first page of the Specific Technical
Criteria through to the end of the Conditions of Acceptability.

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL.
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Supporting Documentation

The following documents located at the beginning of this Procedure supplement the requirements of this Test
Report:

A. Authorization - The Authorization page may include additional Factory Identification Code markings.
B. Generic Inspection Instructions -

i. Part AC details important information which may be applicable to products covered by this Procedure.
Products described in this Test Report must comply with any applicable items listed unless otherwise
stated in the body of this Test Report.

ii. Part AE details any requirements which may be applicable to all products covered by this Procedure.
Products described in this Test Report must comply with any applicable items listed unless otherwise
stated in the body of each Test Report.

iii. Part AF details the requirements for the UL Certification Mark which is not controlled by the technical
standard used to investigate these products. Products are permitted to bear only the Certification Mark(s)
corresponding to the countries for which it is certified, as indicated in each Test Report.

Product Description
EUT is a DIN-rail mount SMPS for control panels that can be supplied by AC or DC mains

Model Differences

All models share the same housing and have identical PCB. They differ only for the output relay K1, which is
mounted only in models A4 and A5. Model A5 has a conformal coating (not useful for spacing reduction).

Test Item Particulars

Product group ......ccccceiccmemrmmmncnsseenssnsssssessssssssssssmnnes : built-in component
Classification of use by .......cccccvrnrmnsemrsemsssncseenas : Instructed person
Supply Connection.......cccccrmriinsssemnrsmssssssmsensinsnsee : AC Mains

DC Mains
Supply tolerance........coooiicciiiisinncce s : +AC:10%; DC: 20 % /- AC: -10%; DC: -15 %
Supply connection — type....cccucvcererrmsssssmamnnnnisssnneas : permanent connection
Considered current rating of protective device ...: 20 A;

Location:

building

Equipment mobility .......cccciiiinimemnnninniner e : for building-in
Over voltage category (OVC) ......cccuemmsrmmnsseemnseensns : ovell
Class of equipment ... s : Class|
Special installation location ........c.cccvvvvnrniniisenens : N/A
Pollution degree (PD).......cccuiecmrersmmnssssnssssssassnssmnnes : PD2
Manufacturer’s specified Tma (°C) ...cooeecvevicennanees : 55°C with derating up to 70°C
IP protection class........ccccmmmninssmemmmmnnnsssssessnsssssnane : IPX0
Power Systems .......cccuvemmmminsssssmsnnmn s s nnsssasens : TN

TT

IT - single phase 100 —240 V L-L
Altitude during operation (M)......ccoceveemremnrissanannnns : 3000 m
Altitude of test laboratory (M) .....ccocemiciimriiccnnne : 2000 mor less
Mass of equipment (Kg) ...ccccevrminissmmmmnrnmnssssssssnsnnnnes : 0.615

Technical Considerations
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e The product was submitted and evaluated for use at the maximum ambient temperature (Tma)
permitted by the manufacturer’s specification of : 55°C with derating up to 70°C

The product is intended for use on the following power systems : TT, TN, IT, DC mains supply
Considered current rating of protective device as part of the building installation (A) : 20

Mains supply tolerance (%) or absolute mains supply : AC input: +10%/ -10% , DC Mains: +20%/-15%
The equipment disconnect device is considered to be : To be provided in final installation

The following were investigated as part of the protective earthing/bonding : Printed wiring board trace
(refer to Enclosure - Schematics + PWB for layouts)

The Risk Group of a lamp or lamp system (including LEDs) is : Exempt (indicating LED's)

The following are available from the Applicant upon request : Installation (Safety) Instructions / Manual
(French version for Canada)

Engineering Conditions of Acceptability

For use only in or with complete equipment where the acceptability of the combination is determined by UL
LLC. When installed in an end-product, consideration must be given to the following:

The following product-line tests are conducted for this product : Electric Strength, Earthing Continuity
The end-product Electric Strength Test is to be based upon a maximum working voltage of : Primary-
Secondary: 290.1 Vrms / 528.0 Vpk

The following output circuits are at ES1 energy levels : All outputs

The following output circuits are at PS3 energy levels : All outputs

The maximum investigated branch circuit rating is : 20 A

The investigated Pollution Degree is : 2

Proper bonding to the end-product main protective earthing termination is : Required

An investigation of the protective bonding terminals has : been conducted

The following end-product enclosures are required : Electrical, Fire

The following magnetic devices (e.g. transformers or inductor) are provided with an OBJY2 insulation
system with the indicated rating greater than Class A (105°C) : Transformers TR1 is Class F (155°C)
The equipment is suitable for direct connection to : AC mains supply or DC mains supply

The power supply was evaluated to be used at altitudes up to : 3000 m

For DC supply, an external fuse model class CC, rated maximum 8A JDDZ/7 must be provided.

Additional Information

Project 4791111617

Original Report

The manufacturer submitted representative production sample(s) of D1SE240 (UL id number 7307753)

Project 4791775126

Report Technical Amendment
UL and CB Report E511889-A6008-CB-1, original certificate DK-155873-UL issued on 2024-07-30, has been
amended for the following items:

- Add model D1SE240-48-XY with different output power and voltage;
- Add transformer by new manufacturer.

- Add National Differences

- Modified the Manufacturer info from

TDK-Lambda Switzerland SA
via Luserte sud 6
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6572 Quartino SWITZERLAND
to
TDK-LAMBDA EUROPE GMBH

KARL-BOLD-STR 40
ACHERN 77855 DE

Wuxi Jiangsu 214028 CN

- Add the following Factory location:

TDK-LAMBDA (CHINA) ELECTRONICS CO LTD
NO.95, ZHUJIANG RD, XINWU DISTRICT

Due to similarity with original model, only partial tests have been deemed necessary. For model D1SE240-24
was used special test condition requested from the customer, see enclosure 7-02 for details.

Additional Standards

The product fulfills the requirements of: EN IEC 62368-1:2020+A11:2020, CSA/UL 62368-1:2019

Markings and Instructions

Clause Title

Marking or Instruction Details

See Installation Instructions

The symbol

A

Field wiring terminals -
Conductor sizes to be
connected

"Use 20 AWG minimum"

“Utiliser 20 AWG minimum”

Equipment identification marking
— Manufacturer identification

Listee’s or Recognized Company’s name, Trade Name, Trademark or File
Number

Equipment identification marking
— model identification

Model Number

Equipment rating marking —
ratings

Input Ratings (voltage, frequency/dc, current/power) Output Ratings
(voltage, frequency/dc, current/power)

Class | equipment -Terminal for
main protective earthing

Provided adjacent to the main protective earthing terminal

®

(IEC 60417-5019)

Disconnect device - Permanently
connected equipment

Statement indicating that an appropriate disconnect device shall be
incorporated in the building installation wiring. (Instruction)

N/A

Special Instructions to UL Representative
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BD1.0 TABLE: Production-Line Testing Requirements |
BD1.1 Electric Strength Test Special Constructions — Refer to Generic Inspection Instructions,
Part AC for further information.
Model Component Removable parts Test probe Test V rms TestV Test
location dc Time, s
all models Input Connector - Output - 4000 2
connector
all models Input Connector - Earthed metal | - 2500 2
enclosure
BD1.2 Earthing Continuity Test Exemptions — This test is not required for the following models:
BD1.3 Electric Strength Test Exemptions — This test is not required for the following models:
BD1.4 Electric Strength Test Component Exemptions — The following solid-state components
may be disconnected from the remainder of the circuitry during the performance of this
test.
N/A
BE1.0 | Sample and Test Specifics for Follow-Up Tests at UL |
Model Component Material Test Sample (s) Test Specifics




