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*Note : This Reliability Data describes only added itemes from the standard model's
reliability data. Please refer to "CN50,100A24 Series Reliability Data" more details.
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Damp heat, cyclic (IEC60068-2-30)

¥ CNSOA24-#/COML, CNI100A24-#/CO &V RIE RS I fptE &R L E 7,
TEVVE LC, AT % TIICNI00A24-#/CODT —Z I TR L TR D E5,
CN50A24-*/CO have nearly the same characteristic as CN100A24-*/CO.
Therefore, this data is substituted with CN100A24-*/CO data.
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Test result are reference data based on our measurement condition.
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CN50,100A24-*/CO
1. IRIEE VA 7 V3RER Damp heat, cyclic IEC60068-2-30)
MODEL : CN100A24-24/CO

1) #FAETHI%  Equipment Used
TEMP.& HUMID. CHAMBER PSL-2KPH (ESPEC CORP.)

2) RS54 The Number of D.U.T. (Device Under Test)

- CN100A24-24/CO o1& (unit)
(3) REEZM Test Conditions
- B JRE B IE © 4250 e 55T
Ambient Temperature
- B RERH . 12hours «——— 12hours
Test Time
- : 95%RH
Humidity ey
3MFMH
128FH
+55C
+25°C
12 R [
3hEfH
N 2o - FEENE
Test Cycles 2 cycles Not Operating
- PR R

Intermediate measurements
LA 7 ARCERPEE L CWSIREBCEEL., W15 2 L&l 5,
Operation check shall be carried out at the end of the first cycle (during condensation).

AJEE : 36VDC HIFEE ER
Input Voltage Output Voltage Rated
7 i © 0A (0%) LI PHIRLIE . 55C
Output Current Ambient Temperature

T EE : 95%RH

Humidity

(4) REALTE  Test Method
FEE O, UG 2 BB AdL, BRlY o Z U CRIREZAT D, 204 7 VRIS,
PR 2 W TS IRFRIAGE L. SR B2 WEZ R T D,
Before the test check if there is no abmnormal output and put the D.U.T. in the testing chamber.

Then test it in the above cycles. After the test is completed leave it for 1 hour at room temperature
and check if there is no abnormal output. '
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CN50,100A24-%/CO
(5) REBEHFER Test Results

(5)-1 CN100A24-24

& OK
- B ZEF Test Conditions
AJIEE  : 24VDC H I 0 4.2A (100%) AR AT L MRE 25C
Input Voltage Output Current Baseplate Temperature
No.1
BT RERET | REBRTE
Check Item Before After
Test Test
HEE
R v 24055 | 24.054
Output Voltage
=
-l % 88.74 | 89.09
Efficiency
Vo 7 NVEE
Ripple Voltage mVp-p 31.2 30.8
AN
NEE mV 1.0 1.0
Line Regulation ,
AT
PR mv 2.0 1.0 |
Load Regulation
S Bl | Bl
Appearance OK OK

TDK-Lambda



