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214.0£0.5

43.6+0.3

NOTES

1. MATING PLUG P/N: MC1.5/5-G—-3.81 PHOENIX.
. AC INPUT RATING AND SAFETY APPROVAL SYMBOLS ARE SHOWN HERE ACCORDING TO THE SPECIFICATION.

35.7

ROUND
SEMS SCREW M4

OUTPUT CONNECTOR
GIC 2.5/4-G-7.62
(PHOENIX)—SEE NOTE 4

2
3. MODEL NAME AND OUTPUT RATING ARE SHOWN HERE ACCORDING TO THE SPECIFICATIONS.
4

. MATING PLUG P/N: GIC 2.5/4—ST-7.62

PHOENIX.

15.0 432.0£1.0 .
o
® ° [ ®
437.5£1.0
464.0+1.0
SEE NOTE 2.
AIR _FLOW
DIRECTION

SEE NOTE 3.

ACCESSORIES

ITEM PART NUMBER QTY. PACKING |OUTER PACKING NOTE

PROTECTION BRACKET IA598—32—04_ 1 OUTPUT CONNECTOR

NONE LABEL ASSEMBLED TO
CONNECTOR GIC 2.5/4-ST-7.62  PHOENIX 1 PLASTIC BAG CONNECTOR
SEMS SCREW M3x8 2 PLASTIC BAG
LINKING CABLE IA575—81-11_ 1 PLASTIC BAG
DB25 PLUG KIT 749809-9 AMP 1 PLASTIC BAG
SUPPORT BRACKET IA598—32-09—00_ 2 NONE

PLASTIC BAG
FLAT HEAD SCREW M3x8 4 PLASTIC BAG
(unit : mm)
MODEL NAME | GEN-—H 80-600V

TDK-Lambda

IA598—-02—-02F



