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OUTPUT TERMINALS
0—8v TO 0—-60v: BUS BAR
0—-80v TO 0-300v CONNECTOR-SEE NOTE 4

ANALOG CONTROL
CONNECTOR

D=TYPE 25 PIN IEEE OR ISOLATED ANALOG

OPTION
(BLANK IN STANDARD UNIT)

REMOTE SENSE
CONNECTOR
(SEE NOTE 1)

SETUP
SWITCH

AC INLET

GROUND | —

IEC 320
SEMS SCREW M4
91.3 RS232/RS485
216 CONNECTOR
182.5
214.040.5
SEE NOTE 2

SEE NOTE 3.
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NOTES

1. MATING PLUG P/N: MC1.5/5—G—3.81 PHOENIX.

2. AC INPUT RATING AND SAFETY APPROVAL SYMBOLS ARE SHOWN HERE ACCORDING TO THE SPECIFICATION.
5. MODEL NAME AND OUTPUT RATING ARE SHOWN HERE ACCORDING TO THE SPECIFICATIONS.
4

. CONNECTOR P/N: GIC 2.5/4—G—7.62 PHOENIX.
MATING PLUG P/N: GIC 2.5/4-ST—-7.62 PHOENIX.

(unit : mm)
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