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P/N:

Multilayer Antenna

For 2.4GHz W-LAN & Bluetooth / 5GHz W-LAN

ANT Series

ANT162442DT-2001AM2

1.6x0.8mm [EIA 0603] TYPE

AEC-Q200 (-40 ~ 85 [deg.C] )
qualified component family

All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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Dimensions (mm)

L W T a b c d e f

1.60 0.80 0.40 0.215 0.25 0.20 (0.10) 0.63 (0.10)

+/-0.10 +/-0.10 Max +/-0.10 +/-0.10 +/-0.10 　 +/-0.10 　

Terminal functions

(1) (6)

(2)

(3)

(4)

(5)

*Terminal (2),(3),(5) and (6) :Connected in inner structure

　

■ TERMINATION FINISH

Material

Au plate

　

■ SHAPES AND DIMENSIONS

ANT162442DT-2001AM2

Feed point

Radiator electrode for 2.4GHz ISM

Feed point

Feed point

Radiator electrode for 5.5GHz

Feed point

Dec. 2024

[Top View] [Bottom View] 

(2)
(4)(1)

(3)

(5)(6)

(3)
(1)(4)

(2)

(6)(5)

All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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Min. Typ. Max.

VSWR 2400 to 2484 - 1.54 3.0

5150 to 5850 - 1.58 3.0

Polarization

PCB Size (mm)

Antenna keep-out Area (mm)

Characteristic Impedance (ohm)

* This is typical antenna performance with the standard PCB.

Note: Tested antenna has been soldered. Evaluation board size is 50x20x1 mm.

Dec. 2024

( Measurement )

ANT162442DT-2001AM2

Linear

50 x 20

8x5

■ FREQUENCY CHARACTERISTICS

50 (Nominal)

　

■ ELECTRICAL CHARACTERISTICS

Parameter Frequency (MHz)
TDK Spec

Freq [GHz]
2.4

2.485

Freq [GHz]
5.15
5.85
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All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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Power Handling (W) *1 CW

Human Body Model : HBM @Each Port (V) 100pF / 1500ohm

Machine Model : MM @Each Port (V) 200pF / 0ohm

Charged Device Model : CDM @Each Port (V) Humidity : 60%RH max

*1 : Refer to 3GPP TS 38.101-1 V15.2.0

+/-1000

+/-150

+/-500

Operating temperature (°C) –40 to +85 °C

Storage temperature (°C) –40 to +85 °C

0.8

　 Dec. 2024

ANT162442DT-2001AM2

■ MAXIMUM RATINGS

Parameter TDK Spec Conditions

All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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PCB size : 50mm x 20mm x 1mm

Antenna area : 8 x 5 mm

Measurement condition for Radiation Pattern

1.3nH(MLG1005S1N3C:TDK)Mt Common

　

ANT162442DT-2001AM2

■ EVALUATION BOARD

Ft 2.4GHz

Element Value

6.2pF

0.4pFFt 5.5GHz

Dec. 2024

素子値情報入力
※この情報は単なるメモ用　

Mt
Ft2GHz
Ft5GHz

Z

Y

X

φ

θ
Eφ

Eθ

Er

PCB

Chip antenna

Ft 5.5GHzFt 2.4GHz

ANT162442DT-2001AM2

Mt Common

All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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Note: Tested antenna has been soldered. Evaluation board size is 50x20x1 mm.

2.4GHz ISM Band

　

ANT162442DT-2001AM2

■ Radiation Pattern

Dec. 2024

Frequency[GHz] 2.400 2.442 2.485 Frequency[GHz] 2.400 2.442 2.485

Average[dBi] -16.54 -16.59 -16.37 Average[dBi] 0.57 0.67 0.35

Maximum[dBi] -12.01 -13.47 -12.72 Maximum[dBi] 2.02 2.13 1.90

Minimum[dBi] -30.09 -27.57 -28.66 Minimum[dBi] -1.35 -1.43 -2.16

Frequency[GHz] 2.400 2.442 2.485 Frequency[GHz] 2.400 2.442 2.485

Average[dBi] -2.27 -2.13 -2.37 Average[dBi] -14.44 -14.68 -14.79

Maximum[dBi] 1.94 2.08 1.96 Maximum[dBi] -12.83 -13.39 -13.42

Minimum[dBi] -17.08 -18.95 -20.38 Minimum[dBi] -17.10 -16.69 -18.01

Frequency[GHz] 2.400 2.442 2.485 Frequency[GHz] 2.400 2.442 2.485

Average[dBi] -2.32 -2.22 -2.51 Average[dBi] -12.31 -12.26 -12.40

Maximum[dBi] 0.69 0.81 0.54 Maximum[dBi] -8.06 -7.88 -7.97

Minimum[dBi] -30.39 -36.66 -31.21 Minimum[dBi] -28.70 -31.60 -34.56
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All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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Note: Tested antenna has been soldered. Evaluation board size is 50x20x1 mm.

5.5GHz Band

　

ANT162442DT-2001AM2

■ Radiation Pattern

Dec. 2024

Frequency[GHz] 5.150 5.500 5.850 Frequency[GHz] 5.150 5.500 5.850

Average[dBi] -12.97 -12.16 -13.58 Average[dBi] -1.43 -0.20 -0.08

Maximum[dBi] -7.48 -6.62 -6.72 Maximum[dBi] 0.62 1.47 1.73

Minimum[dBi] -32.51 -26.84 -36.34 Minimum[dBi] -5.45 -3.08 -4.67

Frequency[GHz] 5.150 5.500 5.850 Frequency[GHz] 5.150 5.500 5.850

Average[dBi] -2.51 -2.08 -2.65 Average[dBi] -19.15 -18.18 -19.20

Maximum[dBi] 1.01 1.13 0.37 Maximum[dBi] -13.54 -13.50 -14.93

Minimum[dBi] -28.98 -23.90 -18.97 Minimum[dBi] -34.57 -42.62 -38.87

Frequency[GHz] 5.150 5.500 5.850 Frequency[GHz] 5.150 5.500 5.850

Average[dBi] -4.50 -3.50 -2.84 Average[dBi] -2.89 -2.23 -3.18

Maximum[dBi] 0.42 1.37 2.30 Maximum[dBi] -0.68 0.24 -1.24

Minimum[dBi] -29.11 -29.74 -40.66 Minimum[dBi] -15.19 -20.29 -19.75
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All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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Center line of Chip antenna

Antenna keep out area (All Layer GND off)

Ft : Frequency tuning component

Mt : Impedance matching component

Antenna Pattern

VIA : Φ0.2mm

GND

[ Unit : mm ]

　

ANT162442DT-2001AM2

■ RECOMMENDED LAND PATTERN

Dec. 2024

Recommend land pattern and solder resist pattern

< Land pattern > < Solder resist pattern >

Center line of Chip 

Land Pattern

Resist Pattern

Recommend aperture size of metal mask for solder printing

Center line of Chip 

Aperture of metal 

Example of Antenna pattern layout  (TDK Standard PCB)

<Top Layer (Parts mounted side) >

<Bottom Layer >
<Inner Layer >

Port

All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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RoHS Statement

RoHS Compliance

　

ANT162442DT-2001AM2

■ ENVIROMENT INFORMATION

Dec. 2024

All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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T1 T2

150°C 200°C

* t3 : Time within 5°C of actual peak temperature

The maximum number of reflow is 3.

Note: Lead free solder is recommended.

Recommended solder is Sn-3.0Ag-0.5Cu. (M705 by Senju Metal Industry)

t1 T3 t2 T4 t3 *

60 to 120sec 217°C 60 to 120sec 240 to 260°C 30 sec Max

Time

■ RECOMMENDED REFLOW PROFILE

Preheating
Soldering

Critical zone (T3 to T4) Peak

Temp. Time Temp. Time Temp.

6oC/sec
or lower

3oC/sec
or lower

All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.
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Reel Dimensions

Carrier Tape

Dimensions (mm)

A B C D E F G H J K t

0.97 1.8 8.0 3.5 1.75 4.0 2.0 4.0 1.5 0.55 0.25
+/-0.05 +/-0.05 +/-0.2 +/-0.05 +/-0.1 +/-0.1 +/-0.05 +/-0.1 +0.1/-0 MAX +/-0.05

Dec. 2024

4,000

　

ANT162442DT-2001AM2

■ PACKAGING STYLE

STANDARD PACKAGE QUANTITY

( pieces/reel )

Material of the carrier tape : PS

 

 

E
 

D
 

C
 

H G F 

Sprocket hole Loading Direction 

A 

B 

K J 

t 

B 

All specifications are subject to change without notice.

Before using these products, be sure to request the delivery specifications.



R F  C o m p o n e n t s

• All specifications are subject to change without notice.
• Before using these products, be sure to request the delivery specifications.

ご使用上の注意事項
本製品をご使用の前に、必ず納入仕様書をお取り寄せください。

安全上のご注意
本製品のご使用にあたっては、注意事項に十分留意され安全設計を行って下さい。

本カタログに記載の製品は、一般電子機器（AV 機器、通信機器、家電製品、アミューズメント機器、コンピュータ機器、パーソナル
機器、事務機器、計測機器、産業用ロボット）に汎用標準的な用途で使用され、また、当該一般電子機器が、通常の操作、使用方法で
用いられることを意図しております。
高度な安全性や信頼性が必要とされ、または機器の故障、誤動作、不具合が人への生命、身体や財産等に損害を及ぼす恐れがあり、も
しくは社会的に甚大な影響を与える恐れのある以下の用途（以下特定用途）への適合性、性能発揮、品質を保証するものではありませ
ん。
本カタログの範囲、条件を越え、または特定用途で製品を使用された場合、その損害または信頼性に関して弊社は一切の責任を負わな
いものとします。

①航空、宇宙機器
②輸送用機器（電車、船舶等）
③医療用機器
④発電制御用機器
⑤原子力関係機器
⑥海底機器
⑦交通機関制御機器

⑧公共性の高い情報処理機器
⑨軍事用機器
⑩電熱用品、燃焼機器
⑪防災、防犯機器
⑫各種安全装置
⑬その他特定用途と認められる用途

より安全にご使用いただくため、本カタログに記載の製品を使用する機器の設計にあたっては、当該機器の使用用途および態様に応じ
た保護回路・装置の確保やバックアップ回路を設ける等してください。

注　意


